
MASKED�FACES
ACCEPTED

No Need to Remove 

Your Safety Mask

You can mark attendance 

far from 10Feet 

BODY�TEMPERATURE�
DETECTION�

If your body have high 

temperature, NO ENTRY

With High Temperature

o
Temperature : 36.7 C 

Amit

The�Infrared�Array�Body�Temperature�Sensor�
 Touch Less Biometric Solution With 

BODY TEMPERATURE DETECTION 

Realtime�Pro2K
Model Name 



Long Range 
Face Recognition

Live Face
Detection

Touch Screen Wifi Cloud 
Connectivity

Infrared 
Detection

con�guration

Pro2k

Cloud Server Mobile App

EM Lock

Card Reader Realtime

Contact us

Realtime Biometrics India (P) Limited : +91-8860 8860 86    www.realtimebiometrics.com

Specifications

Realtime Pro 2K

Touch Less Biometric Solution With 
The Infrared Array Body Temperature Sensor 

o
Temperature : 36.7 C 

Amit

» Face capacity   20,000

» Storage capacity   200,000

» Recognition way   Face, Card

» Language   English

» Self-checking function   Yes

» Face FAR/ FRR   0.001/0.1(%)

» Recognition Speed   0.3s

» Face intelligent update function  Yes

» Recognition ways   1:1, 1:N

» IR LED   Yes

» LCD   5.5 inch HD Touch Screen

» Infrared approach receiver  Yes

» Communication  TCP/IP, USB, U-disk, WIFI

» Working voltage   DC12V - 24V Wide voltage design

» Alarm   Alarm output
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